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 Product CS 100 –PREP is a two-component, water based, epoxy primer, which can be mixed for use in a 1:1 volume ratio thereby allowing the user to consume even small required quantities and store the material for future needs. The product has low viscosity and long pot life, so it is quite suitable for DIY applications. CS 100 –PREP may be colored with water-based pigments from the market and also mixed with quartz sand to provide very good concrete protective coating. It displays low levels of yellowing after extended UV exposure. It may create a water and humidity barrier, which makes it ideal for applications subject to negative pressure / rising humidity.  Primary applications 
 primer for CS 100 –U products as well as for other systems, e.g. epoxy or water-based polyurethanes.  
 primer in applications with rising humidity / negative pressure (tanks, pools, foundations etc.). 
 sealing coat for concrete. 
 adhesive layer between old and new concrete. 
 Water vapor / humidity barrier.     Advantages 
 highly effective water vapor / humidity barrier. 
 easy application (water based). 1:1 volume ratio. 
 Fast curing primer even at lower temperatures. 
 zero VOC, safe, low-odor product, suitable for application in closed spaces. 
 very good adhesion even on damp or green concrete.  Also on iron, galvanized steel, aluminium, glass and wood. 
 good mechanical properties and abrasion resistance. 
 easy coloring with water-based pigments    
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TECHNICAL DATA Packaging (lt) Color   (A 1 lt, B 1 lt)   (A 4 lt, B 4 lt)   A: milky white   B: yellow  Shelf Life Can be kept for minimum 12 months in the original unopened pails in dry places and at temperatures of 5-25 oC.  Once a pail has been opened, use as soon as possible.   CS 100 –PREP complies with the following: Class III : Water & Humidity Barrier  Viscosity (BROOKFIELD) - cP        ASTM D2196-86 Density (kg/lt)  ASTM D1475        110 Mix Ratio by Volume Recoating Time    1.0  1: 4 Check that the current coat is hard enough and  can no longer be punctured by finger nail Pot Life (25 oC) 1 hour Service Temperature 10°C to 35°C Curing Details   Tack free time, @ 77 oF (25 oC) & 55% RH  4-5 hours Full cure  3 days *Note: Times and data mentioned are based on laboratory conditions. Field results may vary and will be affected by changing ambient conditions, especially changes in temperature and relative humidity. PROPERTIES @ 23°C  Adhesion to Concrete (N/mm2)  ASTM D4541 Resistance to Friction (gr) ASTM 4541 > 2.8 115 * 10-3 
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 APPLICATION 
 As primer:  NOTE:  Application in thin coats only.  Apply with roller in one or two coats with total max consumption of 150-200 gr/m2. 
 As water vapor / humidity barrier: Apply with roller in three coats with total consumption of 500-600 gr/m2.  Recoat time depends on weather conditions, so it could be as low as 2 hours during summer and as high as 24 hours during winter. You may recoat with CS 100 –PREP or CS 100 –U once the current coat is hard enough and can no longer be punctured by fingernail.  CLEANING Clean tools and equipment first with paper and then using pure xylene.  These same tools should never be re-used to mix/apply polyurethane products.  RESTRICTIONS   
 Do not exceed the stated consumption, as this will affect adversely its adhesion and durability. 
 Pot life of mixture is 1-hour maximum at 25 oC. 
 Do not apply when temperature is below 12 oC. 
 Hot concrete should be wetted before application.   HEALTH AND SAFETY CS 100 –PREP is free of solvents.  Nevertheless, standard safety rules should be observed:  Apply in well-ventilated, non-smoking areas, away from naked flames.  In closed spaces use ventilators and carbon active masks.  The M.S.D.S. (Material Safety Data Sheet) is available on request. 
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 IMPORTANT NOTICE The information and recommendations contained in this document are based on reliable test results according to ICR COATING SYSTEMS. The data mentioned are specific to the material indicated. If used in combination with other materials, the results may be different. It is the responsibility of the user to validate the information therein and to test the product before using it. ICR COATING SYSTEMS assumes no legal responsibility for the results obtained in such cases. ICR COATING SYSTEMS assumes no legal responsibility for any direct, indirect, consequential, economic or any other damages except to replace the product or to reimbursement the purchase price, as set out in the purchase contract.   


